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DO チップ（7544）
取扱説明書

お買い上げいただきありがとうございます。お使いになる前
に、この取扱説明書をお読みください。

 取り扱い上の注意

 DO チップの DO 応答部は非常に薄い隔膜が張ってあり
ます。隔膜に固いものを当てたり、強く押したりしない
でください。隔膜が破れる原因になります。

 DOチップのホルダへの取り付けには、必ずOリングが付
いていることを確認し、しっかり取り付けてください。

 使えなくなった DO チップを廃棄する場合は、産業廃棄
物として処理してください。

 内容物

 仕様

 保管

 電極は原則として計器に接続した状態にしておいてく
ださい。

 電極単体で保管する場合は、以下の手順で行ってくださ
い。

1. 電極を計器のコネクタからはずします。

2. 電極を水道水で十分に洗浄し、柔らかい布などで水滴を
拭き取ります。

3. DO チップをホルダからはずします。

4. DO チップにショートソケットをはめます。

5. 4. の状態の DO チップと脱酸素剤を密閉容器に入れ、冷
暗所に保管します。

注 記

 保管場所は高温・高湿下を避け、室内の直射日光の当たらない
所で保管してください。

 保管条件により内部液がまれに変色することがありますが、性
能上問題ありません。

警　告

薬品注意

電極の内部液は高濃度の水酸化カリウム（KOH）水溶液を使用
しています。
SDS（安全データシート）に従って、内部液が手や皮膚に付い
た場合は直ちに水洗いしてください。万一、目に入った場合はす
みやかに大量の流水で洗った後、医師の処置を受けてください。

名称 数量

DOチップ （7544） 1本

取扱説明書 1部

梱包箱 1個

形式名 7544

測定原理 隔膜式ガルバニ電池法

測定範囲 0 ～ 20.00 mg/L

温度条件 0 ～ 50°C

材質 PPS*、Sn、Ag

外径 15.6 mm

*：接液部材料

 取り付け手順

1. DO チップ (7544) をパックより取り出します。

2. DO チップのショートソケットをはずします。

3. BOD ボトルを使って測定するときは、センサアダプタ
をホルダにはめます。

4. DO チップをホルダに取り付けます。

5. 攪拌子をスターラホルダに取り付けます。

6. スターラホルダを DO チップに取り付けます。

注 記

 取りはずしたショートソケットは、電極の保管時に必要です。捨
てないでください。

 DOチップをホルダに取り付けるときは、DOチップにOリングが
取り付けられていることを確認し、DO チップが止まるところま
でしっかり締め付けてください。

 廃棄方法

本電極を廃棄する際は各地方自治体の指示に従って処理を
してください。
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For any questions regarding this product, please contact your local agency, 
or inquire from the following website.
http://global.horiba.com/contact_e/index.htm

http://www.horiba-adt.jp
2 Miyanohigashi-cho, Kisshoin, Minami-ku, Kyoto, 601-8551, Japan
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DO Tip (7544)
Instruction Manual

Thank you for purchasing the HORIBA DO electrode. Read
this manual carefully before using the electrode.
*"DO" is an abbreviation of Dissolved Oxygen.

 Conformable standards
This equipment conforms to the following standards:

 Authorised representative in EU and UK
 HORIBA Europe GmbH

Hans-Mess-Str.6, D-61440 Oberursel, Germany
 HORIBA UK Limited

Kyoto Close, Moulton Park, Northampton, NN3 6FL, UK

 Cautions during handling

 An extremely thin membrane is stretched across the DO
tip and DO responsive part. Do not allow the membrane
to be in contact with any hard surface and do not exert
undue force on the diaphragm.

 When attaching the DO tip to the electrode body, check
to make sure that O-ring is attached. Attach the DO tip
securely to the electrode body.

 DO tips that are no longer usable should be disposed of
as industrial waste.

 Packaged contents

 Specifications

RoHS: EN IEC 63000
9. Monitoring and control instruments including 
industrial monitoring and control instruments

RoHS: BS EN IEC 63000
9. Monitoring and control instruments including 
industrial monitoring and control instruments

WARNING

Chemical solution
Highly concentrated potassium hydroxide (KOH) is used in the 
internal solution of the electrode.
If the internal solution in the electrode comes in contact with your 
hands or skin, wash immediately with water. If the internal solution 
comes in contact with your eyes, flush immediately with large 
amounts of water and seek treatment by a physician. Follow the 
instructions on the associated Safety Data Sheet (SDS).

Name Q'ty

DO tip (7544) 1 pc

Instruction manual 1 copy

Packing box 1 pc

Model 7544

Measurement principles Membrane galvanic cell

Measurement range 0 mg/L to 20.00 mg/L

Usable temp. range 0°C to 50°C

Materials PPS*, Sn, Ag

Ext. diam. of wetted part 15.6 mm

*: Wetted material

 Storage
 The electrode should remain to be connected to the

meter during storage.
 To store the electrode without the meter, follow the

below procedure.
1. Remove the electrode form the connector on the meter.
2. Clean the electrode well with tap water, then dry it with a

soft cloth.
3. Remove the DO tip from the holder.
4. Put the short socket on the DO tip.
5. Store the DO tip in a closed container in a cool, dark

location with an oxygen scavenger.

Note

 Avoid storing the electrode in hot place or places with high
humidity. Sore the electrode indoors and out of direct
sunlight.

 The color of the internal solution may change depending on
storage conditions but does not affect performances of the
product.

 Installation procedure
1. Remove the DO tip (7544) form the package.
2. Remove the short socket from the DO tip.

3. Attach the sensor adapter to the holder when measuring
in BOD bottle.

4. Attached the DO tip to the holder.

5. Put the stirrer into the stirrer holder.

6. Attach the stirrer holder to DO tip.

Note

 Do not dispose of the short socket that was removed. It is
necessary when storing the electrode.

 When attaching the DO tip, make sure that the O-ring is
attached to the DO tip, and screw the DO tip on firmly, until
it stops.

 Disposal method
When disposing of the electrode, follow the related laws
and/or regulations of your country/region.
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